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PRODUCT BULLETTN BULLETIN NO: P-5
GYPSUM FRODUCTS DATE: 1/10/68
. PAGE: j of 3
CANCELS: P-3
DATE: 10/8,/64
PRODUCING PLANTS Long Beach, Seattle, Antioch, and-decksanvitte
FORMULA (uQﬂ o At D
Aridized Plcsrer Base Stucco _(é-S) 2000 |bs. | gee
, ; Iy
Bentonite Clay \ / RM-G1) 15 Ibs. ne T
/ 3.4l
Aluminum Sulfat i RM=P1) 4 lbs,
i - A=Y . Al
Hydrated Lime /’ RM-P3) 6[-"4,14—Hrs - o s iie
Wood Fiber /'i RM-P5)  15-18-Ibs. e ¥
Vermiculite // (RM-P13}) 0-1.5 cu. ft. P -
Retarder { As required

Aridized Plasfer‘_éc:se Stueco Blaine shall be 4700 - 5200.
Use high calc:'p‘m lime only.

/
For gun apphcahcn, 1 to 1-1/2 cubic feet of plaster grade expcnded vermiculite (RM-P13)
per ton of stucco may be used ta improve pumpability .

RAW MATER!AL HANDLING

1.

Storage

All raw matarials shall be stored in g ceal, clean, dry areq to prevent contamination and
moisture pick-up.

Additive Screening

a. Retarder shall be screened through a 30 mesh screen just prier to use.

b. Do nct use any additives which are lumpy without screening through a 30 mesh screen.
Discard pre-mixed additives which have become lumpy upon s. .rage.

Waod Fiber

<. —-—

Wood fiber shall be dned te @ maximum free water content of 15% prior to use.
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